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Amendments to the Drawings: 

Figures 1-8 have been objected to because the view numbers are not in accordance 
with 37 CFR 1 .84(u)(l). Applicant has amended Figures 1-8 so that the abbreviation "FIG." 
precedes the view numbers. No new matter has been added. 

Figures 3 and 4 have been objected to because blocks exist that contain only reference 
numerals. Figures 3 and 4 have been amended to included labels. No new matter has been 
added. 

Replacement sheets for sheets 1-6 are submitted herewith. 

Attachments: Annotated Sheets 1-6 

Replacement Sheets 1-6 
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Remarks 

This Response is considered fully responsive to the Notice of Allowability mailed 
September 4, 2008. Applicant has amended the figures as required by the Office. In 
particular, each of the has been amended so that view numbers 1-8 are preceded by the 
abbreviation "FIG." and Figures 3 and 4 have been amended to include labels. No new 
matter has been added. In view of the amendments to Figures 1-8, Applicant respectfully 
requests withdrawal of the objections to the drawings. If the Examiner should require any 
additional information, please contact the undersigned attorney. 



Respectfully submitted this 25 th of November 2008 by, 



/Allison Olenginski/ 

Allison Olenginski. 
Registration No. 55,509 
Customer No. 48929 

Hensley Kim & Holzer, LLC 
1660 Lincoln Street 
Suite 3000 

Denver, Colorado 80264 
720-377-0770 (tel) 
720-377-0777 (fax) 
aolenginski@hkh-law.com 



cc: Client 

Docketing 
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